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FEATURES

* Tread design delivers high speed performance and reduces rolling resistance.
» Special compound provides longer wear and greater fuel economy.

» Three types of staggered tread pitches reduce road noise.

* Four central straight grooves enhance handling and stability.

* Enlarged shoulder tread width reduces slide slip.
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RIM oD SW uTQc
SIZE PRILI (inch) (mmlin) (mm/in) TREAD TRAC TEMP
135/80R13 70T 3.50 546/21.5 133/5.2 560 A A ()
145/80R13 75T 4.00 562/22.1 145/5.7 560 A A [
155/80R13 79T 4.50 578/22.8 157/6.2 560 A A °
145/70R13 71T 4.50 534/21.0 150/5.9 560 A A ®
155/70R13 75T 4.50 548/21.6 157/6.2 560 A A ()
165/70R13 79T 5.00 562/22.1 170/6.7 560 A A [
175/70R13 82H 5.00 576/22.7 177/7.0 500 A A () ()
175/70R13 82T 5.00 576/22.7 177/7.0 560 A A [
185/70R13 86T 5.50 590/23.2 189/7.4 560 A A ()
185/70R13 86H 5.50 590/23.2 189/7.4 500 A A ® ®
155/65R13 73T 4.50 532/20.9 157/6.2 560 A A (]
155/65R13 73H 4.50 532/20.9 157/6.2 500 A A ®
165/65R13 77T 5.00 544/21.4 170/6.7 560 A A ()
205/60R13 86H 6.00 576/22.7 209/8.2 500 A A [
185/75R14 89T 5.00 634/25.0 184/7.2 560 A A ()
195/75R14 92T 5.50 648/25.5 196/7.7 560 A A [
205/75R14 95T 5.50 664/26.1 203/8.0 560 A A ()
165/70R14 81T 5.00 588/23.1 170/6.7 560 A A ®
175/70R14 84T 5.00 602/23.7 177/7.0 560 A A ()
185/70R14 88T 5.50 616/24.3 189/7.4 560 A A [
185/70R14 88H 5.50 616/24.3 189/7.4 500 A A () ()
195/70R14 91T 6.00 630/24.8 201/7.9 560 A A [
195/70R14 91H 6.00 630/24.8 201/7.9 500 A A () ®
205/70R14 XL 98T 6.00 644/25.4  209/8.2 560 A A ]
205/70R14 XL 98H 6.00 644/25.4  209/8.2 500 A A ()
155/65R14 75T 4.50 558/22.0 157/6.2 560 A A [
165/65R14 79T 5.00 570/22.4 170/6.7 560 A A ()
165/65R14 79H 5.00 570/22.4 170/6.7 500 A A ()
175/65R14 82T 5.00 584/23.0 177/7.0 560 A A ®
175/65R14 82H 5.00 584/23.0 177/7.0 500 A A ® ®
175/65R14 XL 86T 5.00 584/22.9 177/6.9 560 A A ()
185/65R14 86T 5.50 596/23.5 189/7.4 560 A A [
185/65R14 86H 5.50 596/23.5 189/7.4 500 A A () ()
195/65R14 89H 6.00 610/24.0 201/7.9 500 A A () [
165/60R14 75T 5.00 554/21.8 170/6.7 560 A A ®
165/60R14 75H 5.00 554/21.8 170/6.7 500 A A ®
185/60R14 82H 5.50 578/22.8 189/7.4 500 A A () ()
195/60R14 86H 6.00 590/23.2 201/7.9 500 A A [ [
185/55R14 80H 6.00 560/22.0 194/7.6 500 A A ()
185/55R14 80V 6.00 560/22.0 194/7.6 400 A A [
205/75R15 97T 5.50 689/27.1 203/8.0 560 A A ®
215/75R15 100T 6.00 703/27.7 216/8.5 560 A A ®
225/75R15 102T 6.00 719/28.3 223/8.8 560 A A ()
235/75R15 105T 6.50 733/28.9 235/9.3 560 A A [
205/70R15 96T 6.00 669/26.3 209/8.2 560 A A ()
205/70R15 96H 6.00 669/26.3 209/8.2 500 A A () [
215/70R15 98T 6.50 683/26.9 221/8.7 560 A A ()
225/70R15 100T 6.50 697/27.4  228/9.0 560 A A ® ®
175/65R15 84H 5.00 609/24.0 177/7.0 500 A A (]
185/65R15 88T 5.50 621/24.4 189/7.4 560 A A ]
185/65R15 88H 5.50 621/24.4 189/7.4 500 A A () ()
91H 6.00 635/25.0 201/7.9 500 A A [ [
91V 6.00 635/25.0 201/7.9 400 A A ()
XL 95T 6.00 635/25.0 201/7.9 560 A A ()
94H 6.00 647/25.5 209/8.2 500 A A () ®
94V 6.00 647/25.4 209/8.2 400 A A [
96H 6.50 661/26.0 221/8.7 500 A A () ()
74H 4.50 567/22.3 157/6.2 500 A A [
84H 5.50 603/23.7 189/7.4 500 A A () ()




DURO

Designed to Excel

RIM oD sw uTQG
SIZE PRILI (inch) (mml/in) (mm/in) TREAD TRAC TEMP
185/60R15 XL 88H 5.50 603/23.7 189/7.4 500 A A ()
175/70R14 84H 5.00 602/23.7 177/7.0 500 A A ()
195/60R15 88H 6.00 615/24.2 201/7.9 500 A A [ [
195/60R15 88V 6.00 615/24.2 201/7.9 400 A A ()
205/60R15 91H 6.00 627/24.7 209/8.2 500 A A ® ()
205/60R15 91V 6.00 627/24.7 209/8.2 400 A A (]
215/60R15 94H 6.50 639/25.2 221/8.7 500 A A () ®
175/55R15 77H 5.50 573/22.6 182/7.2 500 A A ()
185/55R15 82H 6.00 585/23.0 195/7.6 500 A A [
185/55R15 82V 6.00 585/23.0 194/7.6 400 A A () ()
195/55R15 85V 6.00 595/23.4  201/7.9 400 A A () ()
195/50R15 82V 6.00 577/22.7 201/7.9 400 A A ® ®
205/50R15 86V 6.50 587/23.1 214/8.4 400 A A () ®
205/65R16 95H 6.00 672/26.4 209/8.2 540 A A ()
195/60R16 89H 6.00 640/25.2 201/7.9 540 A A [
205/60R16 92H 6.00 652/25.7 209/8.2 500 A A ()
205/60R16 92V 6.00 652/25.7 209/8.2 400 A A () ()
215/60R16 95H 6.50 664/26.1 221/8.7 500 A A ® ®
215/60R16 95V 6.50 664/26.1 221/8.7 400 A A ®
225/60R16 98H 6.50 676/26.6 228/9.0 500 A A () ()
205/55R16 91H 6.50 632/24.9 214/8.4 500 A A [
205/55R16 91V 6.50 632/24.9 214/8.4 400 A A () ()
215/55R16 93V 7.00 642/25.3 226/8.9 400 A A () ()
215/55R16 XL 97V 7.00 642/25.2 226/8.8 400 A A ®
I PPERFORMA 7r
FEATURES

» Advanced touring tread design extends tread life while providing superior
traction.

» Center rib enhances high speed performance and stability.

« Four wide tread grooves increase control and handling on any road surface.

» Aggressive sipping on shoulder tread blocks increase grip while cornering.

» Variable pitch tread design minimizes road noise.

RIM oD SW
2 i (inch) (mmlin) (mmlin)
195/65R15 91H 6.00 635/25.0 201/7.9 °
195/65R15 oMT 6.00 635/25.0 201/7.9 °
205/65R15 94H 6.00 647/25.4 209/8.2 °
205/65R15 94T 6.00 647/25.5 209/8.2 °
195/60R15 88H 6.00 615/24.2 201/7.9 °
215/65R16 98T 6.50 686/27.0 221/8.7 °
215/60R16 95H 6.50 664/26.1 221/8.7 °
225/60R16 98H 6.50 676/26.6 228/9.0 °
205/55R16 XL 94H 6.50 632/24.8 214/8.4 °
205/55R16 XL 94V 6.50 632/24.9 214/8.4 °
215/55R16 93H 7.00 642/25.3 226/8.9 °
215/55R16 93V 7.00 642/25.2 226/8.9 °
225/65R17 102T(H) 6.50 724/28.5 228/9.0 °
235/65R17 104T 7.00 738/29.0 240/9.4 °
245/65R17 107H 7.00 750/29.5 248/9.7 °
245/65R17 107T 7.00 750/29.5 248/9.8 °
225/60R17 99H 6.50 702/27.6 228/9.0 °
215/55R17 94V 7.00 668/26.3 226/8.9 °
225/55R17 97V 7.00 680/26.8 233/9.2 °
235/55R17 99H 7.50 690/27.2 245/9.6 °
215/50R17 XL 95V 7.00 648/25.5 226/8.9 °
225/50R17 94V 7.00 658/25.9 233/9.2 °
205/40R17 XL 84V 7.50 596/23.5 212/8.3 °
235/55R18 100V 7.50 718/28.3 245/9.6 °
245/45R18 96V 8.00 677/26.7 243/9.6 °
225/50R18 95V 7.00 658/25.9 233/9.2 °
235/50R18 97V 7.50 693/27.3 245/9.6 °




FEATURES

* Two main tread grooves effectively evacuate water for enhanced wet road
performance.

» These continuous straight grooves, aided by a network of fine grooves
promote improved grip on dry roads.

* Unequaled size tread blocks produce smooth, quiet operation.
* JLB structure promotes tire stability during high speed driving.
Continuous fine shoulder grooves promote superior muting performance.
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185/60R14 82H 5.50 578/22.8 189/7.4 (] [
185/65R14 86H 5.50 596/23.5 189/7.4 o ([
195/60R15 88H 6.00 615/24.2 201/7.9 o ([
205/65R15 94H 6.00 647/25.5 209/8.2 o (

I PERFORMA

FEATURES

* Asymmetric tread design.
» Outer tread area enhances stability at high speed.

Outer tread area allows for cross rotation to prevent irregular wear.
Inner tread area provides effective water evacuation.

* Enlarged shoulder tread blocks enhance stability during cornering.
Variable pitch tread design minimizes road noise.

OUTSIDE

225/45R17 XL 94V (W) 7.50 634/25.0 225/8.9 [
235/45ZR17 XL 97TW 8.00 644/25.4 236/9.3 {
225/40ZR18 88W 8.00 637/25.1 230/9.1 ([
225/40ZR18 XL 92W 8.00 637/25.1 230/9.1 o
235/40ZR18 XL 95W 8.50 645/25.4 241/9.5 (]
245/40ZR18 XL 97TW 8.50 653/25.7 248/9.8 o
235/35ZR19 XL 91W 8.50 647/25.4 241/9.4 (]
235/35ZR19 XL 91Y 8.50 647/25.4 241/9.4 o
245/35ZR19 XL 93W 8.50 655/25.7 248/9.7 (]
245/35ZR19 XL 93Y 8.50 655/25.7 248/9.7 o
255/35ZR20 XL 97TW 9.00 686/27.0 260/10.2 (]
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DURO

Designed to Excel

I PERFORMA r

FEATURES

« Directional, high performance radial tire.
» Wider contacts patch provides stability and control during high speed driving.
» Four main tread grooves effectively promote water evacuation.

» Crossing, support grooves paired with smaller crossing support grooves work to
prevent uneven tire wear and reduce road noise.

» Enlarged shoulder tread provides improves handling and stability.
* Areinforced “ Rim Guard” provides rigidity and protection for aluminum

wheels.

SIZE PRILI (m?n?in) (m?:win) m
175/60R13 77H 5.00 540/21.3 177/7.0 400 A A e o
205/60R14 88H 6.00 602/23.7 209/8.2 400 A A {
195/55R15 85V 6.00 595/23.4 201/7.9 340 AA A [
205/55R15 88V 6.50 607/23.9 214/8.4 340 AA A ([
195/50R15 82v 6.00 577/22.7 201/7.9 340 AA A o
195/45R15 78V(W) 6.50 557/21.9 195/7.7 340 AA A ([
195/45R16 XL 84V 6.50 528/22.9 195/7.6 340 AA A ([
195/55R16 87V 6.00 620/24.4 201/7.9 340 AA A o
205/55ZR16 91W 6.50 632/24.9 214/8.4 340 AA A e o
205/55ZR16 XL 94W 6.50 632/24.9 214/8.4 340 AA A e O
225/55R16 95V(W) 7.00 654/25.7 233/9.2 340 AA A (]
205/50R16 87V(W) 6.50 612/24 1 214/8.4 340 AA A o
225/50R16 92V 7.00 632/24.8 223/91 340 AA A (]
225/50R16 92W 7.00 632/24.9 233/9.2 340 AA A o
195/45R16 80V(W) 6.50 582/22.9 195/7.7 340 AA A (]
205/45R16 83V(W) 7.00 590/23.2 206/8.1 340 AA A (]
205/45R16 XL 87TW 7.00 590/23.2 206/8.1 340 AA A (]
215/55R17 94V (W) 7.00 668/26.3 226/8.9 340 AA A o
215/55R17 XL 98W 7.00 668/26.2 226/8.8 340 AA A (]
225/55ZR17 XL 101W 7.00 680/26.8 233/9.2 340 AA A o
205/50R17 XL 93V(W) 6.50 638/25.1 214/8.4 340 AA A e o
215/50R17 XL 95V(W) 7.00 648/25.5 226/8.9 340 AA A {
225/50ZR17 XL 98W 7.00 658/25.9 233/9.2 340 AA A ([
205/45R17 XL 88V(W) 7.00 616/24.3 206/8.1 340 AA A {
215/45R17 87V(W) 7.00 626/24.6 213/8.4 340 AA A @
215/45R17 XL 91W 7.00 626/24.6 213/8.3 340 AA A (
225/45R17 XL 94V(W) 7.50 634/25.0 225/8.9 340 AA A e o
235/45R17 XL 97TW 8.00 644/25.4 236/9.3 340 AA A (
245/45R17 95V(W) 8.00 625/25.7 243/9.6 340 AA A (]
205/40ZR17 XL 84W 7.50 596/23.5 212/8.3 340 AA A e O
215/40R17 XL 87TW 7.50 604/23.8 218/8.6 340 AA A (]
225/40ZR18 XL 92W 8.00 637/25.1 230/9.1 340 AA A e O
235/40R18 XL 95W 8.50 645/25.4 241/9.5 340 AA A o
245/40ZR18 XL 97TW 8.50 653/25.7 248/9.8 340 AA A o
235/35ZR19 XL 91W 8.50 647/25.5 241/9.5 340 AA A (]
235/35ZR19 XL 91Y 8.00 641/25.2 230/9.0 AA J
265/30ZR19 93W 9.50 643/25.3 271/10.7 340 AA A o




I IMPULSE mrs

FEATURES

» Four straight tread grooves in staggered arrangement promote water
evacuation.

» Crossing support grooves with multilateral fine grooves promote grip on
any road regardless of conditions.

* Unequal size tread blocks promote quiet operation.

JLB structure promotes stability.

Specialized shoulder tread grooves promote side grip and handling
performance.

RIM (inch) 0D (mm/in) SW (mm/in)

205/70R15 96H 6.00 669/26.3 209/8.2 o
215/70R15 98H 6.50 683/26.9 221/8.7 o
215/70R16 100H 6.50 708/27.9 221/8.7 [ ]
235/70R16 106T 7.00 736/29.0 240/9.4 o
215/65R16 98H 6.50 686/27.0 221/8.7 [ )
225/65R17 102H 6.50 724/28.5 228/9.0 [ )

I Frontier A/S

FEATURES

» Center S-shaped rib increases contact and enhances handling performance.

» Small rounded grooves connect to larger grooves on the shoulder to increase
water and mud evacuation.

» Stepped blocks inside the shoulder area increase traction, tread stability, and
water evacuation.

» Crossing auxiliary grooves on the shoulder blocks improve overall braking

stability.

Multi stage sipping reduces road noise and increases traction as the tire

wears.

Aggressive shoulder design enhances trail riding.

LOAD INDEX & SPEED SYMBOL RIM (inch) OD (mml/in) SW (mml/in)

265/70R16 12T 8.00 778/30.6 272/10.7 o
275/70R16 114T 8.00 792/31.2 279/11.0 o
30x9.50R15 LT 1048 7.50 750/29.5 240/9.4 o
31x10.50R15 LT 109S 8.50 775/30.5 268/10.6 o

I Frontier H/T 11

FEATURES
» Central S-shaped rib increases contact surface with ground and enhances
handling performance.

» Parabolic auxiliary grooves and the two main grooves aside the shoulder knobs
construct large area of grooves and promote water and mud evacuation.

qual tread pitches and auxiliary grooves reduce noise.
grooves and two S-shaped auxiliary grooves improve water and mud

shoulder tread blocks enhance stability during cornering.

LOAD INDEX & SPEED
SYMBOL

RIM oD SW
(inch) (mml/in) (mm/in)

265/70R17 804/31.6 272/10.7




DURO

Designed to Excel

I D -6 20 Frontier SPT

FEATURES

» Directional, high performance SUV radial tire.
» Wider contact patch enhances stability and control.

* Rounded grooves enhance water evacuation and aid in even tread
wear.

» Large shoulder tread block improves handling and stability.
» Reinforced sidewall “Rim Guard” provides rigidity and protection

from curbs.

LOAD INDEX & SPEED SYMBOL RIM (inch) OD (mml/in) SW (mm/in)
235/55R18 100V 7.50 715/28.1 245/9.6 ()
235/55R18 XL 104V 7.50 715/28.1 245/9.6 ()
235/50R18 97V 7.50 693/27.3 245/9.6 ()
265/50R20 107V 8.50 774/30.5 277/10.9 ()
255/45R20 XL 105V 8.50 738/29.1 255/10.0 [ )

I DL-6210 Frontier H/T

FEATURES

» The continual pattern design increases contact surface and enhances handling
performance.

* The continual pattern on the shoulder area enhances rigidity and traction.

* Unequal tread pitches and supporting grooves reduce noise.

» Large grooves and two S-shaped complementary grooves improve water and
mud evacuation.

* Interlaced pattern blocks reduce noise.

» Ladder blocks improve traction on rugged and mud road, and enhance water
and mud evacuation.

LOAD INDEX & SPEED oD SW

SYMBOL (mm/in) (mm/in)
235/60R16 100H(T) 7.00 688/27.1 240/9.4 [ )
235/65R17 104H 7.00 738/29.1 240/9.4 [ )

235/65R17 XL 108V 7.00 738/29.1 240/9.4 o
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FEATURES

« Parabolic auxiliary grooves and main grooves aside the shoulder knobs
construct large area of grooves and promote water and mud evacuation.

» Unequal tread pitches and auxiliary grooves reduce noise.

» Enlarged tread blocks increase contact surface with ground and enhance
handling performance.

+ The wavy grooves on tread enhance traction in off-road.

LOAD INDEX & SPEED
SYMBOL

265/70R17 15T 8.00 804/31.6 272/10.7 [

I onvoy

FEATURES

» Unique tread design ensures fast water expulsion for maximum stability.
» Deep tread grooves enhance wear resistance.
+ Steel belt enhances load capacity and safety.
Three types of unequal, staggered tread pitches reduce road noise.

LOAD INDEX & oD

SIZE PRINDEX  gpEEp symBoL (mmlin)

LT235/75R15 8PR(D) 110/107Q 6.50 733/28.9 235/9.3 [ ] o
LT215/85R16 10PR(E) 115/112Q 6.00 772/30.4 216/8.5 [ [
LT235/85R16 10PR(E) 120/116Q 6.50 806/31.7 235/9.3 [ o
LT225/75R16 10PR(E) 115/112Q 6.00 744/29.3 223/8.8 [ ([
LT245/75R16 10PR(E) 120/116Q 7.00 774/30.5 248/9.8 [ o
LT265/75R16 10PR(E) 123/120Q 7.50 804/31.7 267/10.5 [ (]
LT245/75R17 10PR(E) 121/118Q 7.00 800/31.5 248/9.8 [
LT235/80R17 10PR(E) 120/117Q 6.50 808/31.8 235/9.3 o
LT245/70R17 10PR(E) 119/116Q 7.00 776/30.6 248/9.8 [
LT265/70R17 10PR(E) 121/118Q 8.00 804/31.7 272/10.7 o
LT275/70R17 8PR(D) 120/117Q 8.00 818/32.2 279/11.0 o




DURO

Designed to Excel

I SNOW FOX

FEATURES Silica Compound @ M 4S

» Four wide, deep tread grooves allow efficient snow and water evacuation.
» Transverse and oblique center section reduces road noise.
+ Symmetrical tread pattern ensures vehicle stability under all conditions.

(mml/in) (mml/in)

175/65R14 82T 584/23.0 177/7.0 ([

185/65R14 86H(T) 5.50 596/23.5 189/7.4 o | o
185/60R14 82T 5.50 578/22.8 189/7.4 o o
235/75R15 105T 6.50 733/28.9 235/9.3 o

205/70R15 96T 6.00 669/26.3 209/8.2 o

215/70R15 98T 6.50 683/26.9 221/8.7 o

165/65R15 81T 5.00 595/23.4 170/6.7 o o
175/65R15 XL 88T 5.00 609/24.0 177/7.0 o o
185/65R15 88T 5.50 621/24.4 189/7.4 o o
185/65R15 XL 92T 5.50 621/24.4 189/7.4 o o
195/65R15 91H 6.00 635/25.0 201/7.9 o o
195/65R15 XL 95H 6.00 635/25.0 201/7.9 o o
205/65R15 XL 99H 6.00 647/25.5 209/8.2 o o
185/60R15 XL 88T 5.50 603/23.7 189/7.4 o o
195/60R15 88H 6.00 615/24.2 201/7.9 o o
205/60R15 XL 95H 6.00 627/24.7 209/8.2 o o
225/60R16 98H 6.50 676/26.6 228/9.0 o

FEATURES Silica Compound @ M 45

* Round main grooves evacuate snow while fine, symmetrical transverse
grooves distribute energy more efficiently enhancing performance overall.

* Unique directional tread design efficiently reduces road noise.
» Special silica rubber compound for excellent traction on cold surface
applications.

185/56R15 XL 86H 6.00 585/23.0 194/7.6 o
195/556R15 85H 6.00 595/23.4 201/7.9 ([ [ J
195/50R15 82H 6.00 577/22.7 201/7.9 [ o
205/60R16 XL 96H 6.00 625/25.7 209/8.2 o [ J
195/55R16 87H 6.00 620/24.4 201/7.9 [ o
205/55R16 91H 6.50 632/24.9 214/8.4 o o
205/55R16 XL 94V 6.50 632/24.9 214/8.4 [ o
215/55R16 XL 97H(V) 7.00 642/25.3 226//8.9 o o
225/55R16 XL 99H(V) 7.00 654/25.7 233/9.2 [ o
205/50R16 87H(V) 6.50 612/24 .1 214/8.4 o ()
225/45R17 XL 94V 7.50 634/25.0 225/8.9 o o
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FEATURES Silica Compound @ S

* Main grooves improve snow, water, and mud evacuation.
Horizontal small grooves on the tread enhance handling performance.

Special tread pattern is designed to reduce road noise.
3D sipping enhances snow traction.
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New Silica compound significantly improves handling performance.

(mm/in)

6.50 632/24.9 214/8.4 ([

91H
632/24.9 214/8.4 (]

94V 6.50

205/55R16
205/55R16 XL

FEATURES Silica Compound @ MS

The parabolic and vertical pattern design improves snow, water and mud

evacuation.
Lateral tiny grooves enhance handling performance.

The wavy sipe design improved outstanding traction in snow.
The auxiliary saw-toothed groove provides quick braking and lateral

traction.

195/65R15 95R 6.00 635/25.0 201/7.9 o




DURO

Designed to Excel

FEATURES Silica Compound @ WS

+ The main and auxiliary radial grooves designed for outstanding water
drainage and snow removal.
» Diamond knobs design improved lateral traction in ice terrain.

+ Saw-toothed 3D sipes design improved the handling performance in snow
and ice terrain.

Pinned for studs.

175/65R14 86T 5.00 584/23.0 177/7.0 o

I SNOW TranSporxrt

FEATURES Silica Compound @ MHS

« The wide and deep vertical grooves can expel snow and water efficiently.

» The special tiny grooves on tire treads increase friction in the road and
enhance griping power in the snow road.

+ Combination of High-tensile steel belt rings and large tread knobs provide
excellent loading capacity.

» The interlacing horizontal grooves provide excellent traction power on the

mud or snow road.

RIM

PRI/LI (inch)

MAX SPEED

195R14C 106/104Q 160 5.50 669 /26.3 198/7.8 [ ]
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FEATURES

» Three ‘S’ shaped tread grooves provide cornering control while delivering

outstanding wet road grip.

« Three types of unequal, staggered tread pitches reduce road noise.

+ Lightweight tire design reduces unsprung weight for quicker steering

response.

SYMBOL

155R13C 91/89N
165R13C 94/92N
LT5.50R13 94/92P
185R14C 102/100N

LOAD INDEX & SPEED

SYMBOL
185R14C 102/100P

195R14C 106/104R

e CHINA

LOAD INDEX & SPEED RIM

(inch)

oD
(mml/in)

SW
(mml/in)

8PR 4.50 578/22.8 157/6.5 [

8PR 4.50 596/23.5 167/6.6 [ ]

10PR 3.50 626/24.6 157/6.8 [

8PR 5.50 650/25.6 188/7.4 ([
FEATURES

» Three wide straight grooves enhance water expulsion.

* Unequal tread pitches and auxiliary grooves reduce noise.
» The horizontal grooves and sipes provide with gripping power in wet / dry

conditions.

» Enlarged tread blocks increase contact surface with ground and enhance

handling performance.

RIM
PRI/LI (inch)
8PR 5.50
8PR 5.50

oD
(mml/in)

650/25.5
666/26.2

Sw
(mm/in)

188/7.4
198/7.8




DURO

Designed to Excel

FEATURES

» Three wide and deep vertical grooves expel water efficiently.

» Enlarged tread blocks increase contact surface with ground and enhance
handling performance.

» The wavy grooves on tread enhance gripping power.

* Unequal tread pitches and auxiliary grooves reduce noise.

+ Continuous shoulder ribs provide excellent cornering performance.

LOAD INDEX & SPEED
SYMBOL

RIM

MAX SPEED (inch)

195R15C 106/104R 8PR 5.50 690/27 .1 198/7.7 (]

FEATURES
» Tread with three curved grooves offer the increased gripping power needed
for high performance on wet and dry roads.

» Advance angular tread pattern enhances water expulsion for improved wet
road traction.

+ Extra strength steel belt structure for enhanced capacity on high-load
applications.

» Three types of unequal, staggered tread pitches reduce road noise.

LOAD INDEX & SPEED RIM

SYMBOL MAX SPEED  ;,ch)
195/50R13C 104/101N 140 6.00  526/20.7  201/7.9 °
195/75R16C 110/108N 140 550  698/27.5 196/77 ® @

FEATURES

« Four wide straight grooves enhance water expulsion and improve wet
surface handling performance.

» Three types of unequal, staggered tread pitches reduce road noise.

» Extra strength steel belt structure enhances load capacity and safety.

» Special rubber compound runs cool for improved wear and casing strength.

MAX RIM oD SW
SPEED (inch) (mml/in) (mm/in)

LOAD INDEX &
SPEED SYMBOL

205/75R16C 113/111N 140 5.50 714 203 o (]




FEATURES

* Wide center grooves and smaller side grooves enhance driving stability on
wet and dry road conditions.

» 3 ply steel belts added for peace of mind with heavy loads.

» Cross grooves in the center of the tire help reduce road noise.

» Large tread blocks provide excellent traction in mud or snow conditions.
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LOAD INDEX & RIM
SPEED SYMBOL (inch)

7.00R15LT 114/112L 5.50 751 194 [
7.00R16LT 117/116L 5.50 776 194 o

SIZE

FEATURES

* Four wide main grooves ensure precise handling.
» Enlarged shoulder tread width reduces side slip.
» Three types of unequal, staggered tread pitches reduce road noises.

LOADING CAPACITY LOAD INDEX & RIM oD sSw

PRI/LI

(KG/LBS) SPEED SYMBOL (inch) (mml/in) (mml/in)
ST175/80R13 615/1360 C 91N 5.00 610/24.0 177/7.0 ([ J
ST185/80R13 670/1480 C 94N 5.00 626/24.7 184/7.2 o
ST205/75R14 800/1760 C 100N 5.50 664/26.1 203/8.0 ([ J
ST215/75R14 850/1870 C 102N 6.00 678/26.7 216/8.5 ([ J
ST205/75R15 825/1820 C 101N 5.50 689/27 .1 203/8.0 ([ J
ST205/75R15 975/2150 D 107N 5.50 689/27.1 203/8.0 ([ J
ST225/75R15 975/2150 C 107N 6.00 719/28.3 223/8.8 ([ J
ST225/75R15 1190/2620 D 113N 6.00 719/28.3 223/8.8 ([ J
ST225/75R15 1285/2830 E 117N 6.00 719/28.3 223/8.8 ([ J
ST235/85R16 1650/3640 E 125N 6.50 806/31.7 235/9.3 ([ ]
ST235/85R16 1800/3960 F 128N 6.50 806/31.7 235/9.3 [ J
ST235/80R16 1600/3520 E 123N 6.50 782/30.8 235/9.3 ©® @




DURO

Designed to Excel

I DC-7210 CARGO PRIMA

FEATURES

* Three wide and deep vertical grooves expel water efficiently.

» Distribute sipes regularly on tire's tread to make sure tire treads to contact road
with even pressure and reduce noise efficiently.

» The Horizontal grooves are configured with three primary vertical grooves to
interlock with surrounding sipes, providing with sufficient grip power on road.

» The shoulder tread Knobs and sipes are evenly configured can reduce eccentric
wear of shoulder's tread.

« Combination of large tread knobs in tire shoulder and the high-tensile steel belt

provide excellent loading capacity.

LOAD INDEX & SPEED oD SW
SYMBOL (inch) (mml/in) (mm/in)

195R14C 106/104R 5.50 669/26.3 198/7.8 e o
185/75R14C 102/100R 5.00 634/250 184772 @
165/70R14C 89/87R 5.00 588/23.1  170/6.7 °
175/65R14C 90/88T 5.00 584/23.0 17717.0 °
195R15C 106/104R 5.50 690/27.2 198/7.8 e o
175/75R16C 101/99R 5.00 668/26.3 177/7.0 °
185/75R16C 104/102R 5.00 684/27.0 184/7.2 °
215/75R16C 113/111R 6.00 728/28.7 216/8.5 e o
225/75R16C 118/116R 6.00 744/29.3 223/8.8 °

195/70R15C 104/102R 6.00 655/25.8 201/7.9 °
205/70R15C 106/104S 6.00 669/26.3 209/8.2 °
215/70R15C 109/107R 6.50 683/26.8 221/8.7 e o
225/70R15C 112/110R 6.50 697/27.4 228/9.0 e o
195/65R16C 104/102R 6.00 660/26.0 201/7.9 °
205/65R16C 107/105T 6.00 672/26.5 209/8.2 °
215/65R16C 109/107R 6.50 686/27.0 221/8.7 °
225/65R16C 112/110R 6.50 698/27.5 228/9.0 °

—

DESIGNED Td‘/EXCEL.




HEAD OFFICE
No.300, Sec. 2, Chung-Shan Rd., Ta-Tsun Township,
Chang-Hua County 515, Taiwan
Tel :886-4-8520121 Fax:886-4-8525833
E-mail:durodome@duro.com.tw

website:www.duro.com.tw

SALES OFFICE
7th floor, No.30, Sec.3, Ren-Ai Road, Taipei, Taiwan
P.O.Box 67-96,Taipei, Taiwan
Tel: 886-2-27036268 Fax: 886-2-27031099, 27037599
E-mail:duroexp2@duro.com.tw

website:www.duro.com.tw

HWA FONG RUBBER(USA)INC.
14290 Lochridge Blvd, Covington, Georgia 30014 U.S.A.
Tel: 770-7882060 Fax: 770-7882099
E-mail:service@durotire.com

website:www.durotire.com

HWA FONG RUBBER

HWA FONG RUBBER(CHINA)CO., LTD.

No.1 Chang Jiang Road,

Changshu, Jiangsu, China
Tel :86-512-52811788 Fax:86-512-52813323

HWA FONG RUBBER(SUZHOU)CO.,LTD.

1 Xinye Road,Changshu Economic Development
Zone, Riverside Industrial Park, Jiangsu, China
TEL:1-86-512-52296377
FAX:1-86-512-52657007

HWA FONG RUBBER(THAILAND)PUBLIC CO., LTD.
317 Moo 4,Soi 6C, Bangpoo Industrial Estate.

Samutprakarn 10280 Thailand
Tel :66-2-7096580 Fax:66-2-3240483.3240484




